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MSP-0100 series 

HD-111 series 

MSZ  series 

 FL-611 series 

Hydrogen Leak Detector 

- Differential pressure type air leak tester that utilizes the changes in air pressure. 

- It is highly versatile and is suitable for mass production lines. 

- Measurements can be carried out without a reference unit. 

 

Leak Test System  

Leak Test System  

Air Leak Tester 

  Fukuda is pleased to announce that the company will be attending INTERPHEX JAPAN 2016, 

at which we will be introducing products designed for testing the sealing performance and  

airtightness of packaging containers. 

  Water testing is the typical method used when conducting airtight testing on packaging containers  

for pharmaceuticals, cosmetics, etc. However, at Fukuda, we offer leak testing using a dry,  

non-destructive testing method. Our systems are the optimum form of airtight testing on  

packaging containers for pharmaceuticals etc., as there is no need to wet the product being tested. 

  We very much hope that you will be able to take the opportunity to visit us at INTERPHEX  

JAPAN 2016. 

- Convenient in specifying the location of the leak 

- Ideal in specific leak location finding using the supplied probe. 

- Safe operation due to using a tracer gas mixture of 5% Hydrogen  + 95% Nitrogen. 

- This is an air leak tester that uses air pressure differentials to test the airtightness   

  of specialized packaging containers. 

- The system employs a differential pressure  mechanism to conduct measurements.  

- For use in sampling inspection 

- Compatible with GMP/Validation. 
 

Applicable test parts: PTP packaging, Pillow packaging etc. 

- This is an air leak tester that uses air pressure differentials to test the airtightness .  

- The system employs a differential pressure  mechanism to conduct measurements.  

- For use in sampling inspection 
 

Applicable test parts: Spray bottle containers, bottles, eye liner, etc. 


