
Sep. 9, 2015 

JAPAN PACK 2015 
Japan International Packaging Machinery Show 2015 

Pharmaceuticals, Foods, and Cosmetics industry 

Fukuda Co., Ltd. will exhibit our products at the JAPAN PACK 2015 exhibition, which will 

commence on October 13 (Tue) – October 16 (Fri). Airtight testing of packaging containers used 

in foodstuffs, pharmaceuticals and cosmetics are generally carried out using water testing 

methods. However, at FUKUDA, we offer leak testing using a dry non-destructive testing 

method. Leak testing is the optimum form of airtight testing for packaging containers as there 

is no need to wet the product being tested. We will introduce this type of airtight testing system 

designed for packaging containers on the day of the exhibition. We look forward to seeing 

you at the exhibition. 

 

       Exhibition Dates           October 13 (Tue) – October 16 (Fri)    

                     10:00～17:00  

         Location                     Tokyo Big Sight East Hall 3 

      Booth Number                3-346 

         Invitation                    If you would like an invitation from us, please  

                                                        click on the link below, and write "invitation request " 

                                                        on the inquiry form and click 'send'.      
                                                  http://www.fukuda-jp.com/en/support/inquiry/ 

            Exhibition Website     http://www.japanpack.jp/en/index.html 

    

  Products on Display  

Leak Test System  

for Packaging  

 MSP-0100 series 

Hydrogen leak  

detectors 

HD-111 series 

Air Leak Tester 

FL-611 series 

Leak Test System  

for Packaging  

 MSZ series 

Pharmaceuticals 

Foods, Cosmetics 

Presenting a pharmaceutical packaging container  leak tester  

- This is an air leak tester that uses air pressure 

  differentials to test the airtightness of specialized  

  packaging containers. 

- The system employs a differential pressure 

  mechanism to conduct measurements.  

- Compatible with GMP/Validation 
 

Applicable test parts: PTP Packaging, Pillow packaging etc. 

- The device is able to locate the area of the leak. 

- The unit is able to detect fine leaks better than  

  in other air-based leak testers. 

- Uses a tracer gas that is made up of  5% Hydrogen  

  + 95% Nitrogen. 

- Differential pressure type air leak tester that utilizes 

  the changes in air pressure. 

- It is highly versatile and is suitable for mass 

  production lines. 

- Measurements can be carried out without a reference unit. 

- This is an air leak tester that uses air pressure 

  differentials to test the airtightness of specialized  

  packaging containers. 

- The system employs a differential pressure 

  mechanism to conduct measurements.  

- Compatible with GMP/Validation. 
 

Applicable test parts: Eyeliner Pen, Stick Coffee etc. 


